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prove uneconomic.

We produce two main types of electrical steels:

• cold-rolled fully-processed electrical steels

• cold-rolled semi-processed electrical steels

SIWATT˙



»SIJ Acroni is a reliable business partner whose adaptability 

requirements.«

»SIJ Acroni is a historical partner in the silicon steel industry like 

together for many years, especially for the demanding requirements 

the mill and its teams.«

M o t o r e n
A  T r a s y s  C o m p a n y

Domel

R. Bourgeois



resistance, annealing).

 

 at 1.5 T unless otherwise agreed.

SIJ grade

SIWATT EN 10106

Nominal

thickness

1), 4) 

2),4)

Stacking

factor

Density

at 1.5 T at 1.0 T 3) 2500 5000 10000 

3

0.35

2.7 1.10 1.49 1.60 1.70

0.95

7.65

3.0 1.20 1.49 1.60 1.70 7.65

3.3 1.30 1.49 1.60 1.70 7.65

0.50

3.1 1.25 1.49 1.60 1.70

0.97

7.65

3.3 1.35 1.49 1.60 1.70 7.65

3.5 1.50 1.50 1.60 1.70 7.65

4.0 1.70 1.53 1.63 1.73 7.70

4.7 2.00 1.54 1.64 1.74 7.70

5.3 2.30 1.56 1.65 1.75 7.70

6.0 2.60 1.57 1.66 1.76 7.75

7.0 3.00 1.60 1.69 1.77 7.80

8.0 3.60 1.60 1.70 1.78 7.80

0.65

4.0 1.70 1.52 1.62 1.72

0.97

7.65

4.7 2.00 1.53 1.63 1.73 7.65

5.3 2.30 1.54 1.64 1.74 7.70

6.0 2.60 1.56 1.66 1.76 7.75

7.0 3.00 1.57 1.67 1.76 7.75

8.0 3.60 1.60 1.70 1.78 7.80

SIJ grade

SIWATT

Nominal

thickness

2)

2)

at 1.5 T at 1.0 T 1) 2500 5000 10000 

0.35 3.30 1.30 1.55 1.64 1.76

0.50

4.00 1.70 1.61 1.70 1.81

5.30 2.30 1.63 1.72 1.83

6.00 2.60 1.64 1.73 1.84

7.00 3.00 1.67 1.76 1.87

0.65

4.70 2.00 1.58 1.67 1.79

6.00 2.60 1.62 1.71 1.82

7.00 3.00 1.65 1.73 1.84

8.00 3.60 1.67 1.76 1.87

C-3 C-5 C-6

H H H

0.5–3 0.5–3 2–6

1) 2
Up to 20 Up to 70 10–200

180 °C 2) 180 °C 2)

850 °C 3) 180 °C 2)

Very favourable Favourable Favourable

Good

4) Good Good Good

5) Yellow Light grey to green Light grey to dark grey

 



SIJ grade

SIWATT  

EN 10341

Nominal

thickness

Reference annealing 1), 4) 

2),4)

Density

at 1.5 T at 1.0 T 3) 2500 

[T

5000

[T

10000

[T [ 3

0.50

840 3.40 1.42 1.54 1.62 1.72 7.65

840 3.90 1.62 1.56 1.64 1.74 7.70

790 4.50 1.92 1.57 1.65 1.75 7.75

790 5.60 2.42 1.58 1.66 1.76 7.80

790 6.60 2.80 1.62 1.70 1.79 7.85

0.65

840 3.90 1.62 1.54 1.62 1.72 7.65

840 4.50 1.92 1.56 1.64 1.74 7.70

790 5.20 2.22 1.57 1.65 1.75 7.75

790 6.30 2.72 1.58 1.66 1.76 7.80

790 8.00 3.30 1.62 1.70 1.79 7.85

SIJ grade

SIWATT  

Nominal

thickness

Reference annealing 4) 

4)

at 1.5 T at 1.0 T 3) 2500 

[T

5000

[T

10000

[T

0.50

840 3.40 1.42 1.58 1.66 1.78

840 3.90 1.62 1.60 1.69 1.80

790 4.00 1.70 1.62 1.71 1.82

0.65 790 5.20 2.20 1.62 1.71 1.82

unless otherwise agreed.



M270-35A 5 M 19 36F348M 35A270 2412

M300-35A 5 M 22 36F370M 35A300 2411

M330-35A 5 M 36 36F419M - -

M310-50A 5 M 22 47F419M 50A310 -

M330-50A 5 M 27 47F419M 50A330 -

M350-50A 5 M 36 47F452M 50A350 2411

M400-50A 5 M 43 47F507M 50A400 2312

M470-50A 5 - 47F617M 50A470 2311

M530-50A 5 M 45 47F672M - 2212

M600-50A 5 - - 50A600 2112

M700-50A 5 M 47 47F882M 50A700 -

M800-50A 5 - 47F992M 50A800 2111

M400-65A 5 M 27 64F496M - -

M470-65A 5 M 43 64F595M - -

M530-65A 5 - - - 2312

M600-65A 5 M 45 64F705M - 2212

M700-65A 5 - 64F882M - 2211

M800-65A 5 - - 65A800 2112

* Approximately comparable

M340-50K 5 47D440M

M390-50K 5 47D510M

M450-50K 5 47D600M

M560-50K 5 47D730M

M600-50K 5 47D600M

M390-65K 5 64D570M

M450-65K 5 64D640M

M520-65K 5 64D790M

M630-65K 5 64D950M

M800-65K 5 64D790M

* Approximately comparable

Coil width 30–1000 mm

Inside nominal diameter 508 mm

Outside nominal diameter

Dimensional and geometrical tolerances are in accordance with standards EN 10106, EN 10341.

6–8.6 1100–1300

3–4.5 870–1000

2–2.9 770–850

Cut length 600–6000 mm

Cut length tolerance
+0.5
  0

%

Width of sheet 420–1000 mm

Package weight 1000–2500 kg

TOLERANCE ON NOMINAL WIDTH TOLERANCE ON NOMINAL THICKNESS

Tolerance

+0.2 
  0

0.35

+0.3
  0

0.50

+0.5
  0

0.65

+1.0
  0

1.00

Coil weight [kg]

Co
il 
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Strip width [mm]
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